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TW239. - Faucet
This faucet is designed to work with a 13”-deep sink and includes a

hands-free sensor, faucet (spout), mixing valve, controller, sensor connector, 

spout hose, AC/DC transformer, and hydrogenerator.

Notes:
AC powered faucet sensor option (A) requires an electrical outlet to plug 

into. It is recommended that the outlet be located to fit inside the sink 

surround.

Hydro-powered faucet sensor option (B) is self charging and does not 

require an outlet.

Battery powered faucet sensor option (C) uses 4 AA batteries (included).

Use laminar flow outlet with a 1.5 GPM flow rate.  Recommended part 

Neoperl model number # 42.3156.0000

If the spout is seamed use the laminar flow outlet with a 1.5 GPM flow 

rate. Recommended part Neoperl model #1136505.

If the spout is not seamed use laminar flow outlet with 1.5 GPM flow rate. 

(Neoperl “CACHE” Type). Recommended part Neoperl model # 1303305. 

Installation/Removal key (Neoperl # 1190405) is strongly recommended.

HMI service part # U1B7254 includes all outlet parts for both seamed and 

non-seamed faucet spouts.
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Faucet Sensor Type

A ac powered faucet sensor

B hydro-powered faucet sensor

C battery powered faucet sensor

Some versions of the faucet 

may have a seamed spout.
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8. Sink Modules

TW239. - Faucet
Faucet dimensions and Assembly information.


